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Abstract
Thin films of titanium oxynitride were successfully prepared by dc reactive magnetron sputtering using a titanium metallic
target, argon, nitrogen and water vapour as reactive gases. The nitrogen partial pressure was kept constant during every
deposition whereas that of the water vapour was systematically changed from 0 to 0.1 Pa. These films were made at room
temperature (293 K) (set A) and at 673 K (set B). The study consisted in comparing the evolution of deposition parameters like
target potential or deposition rate and physical properties of films for each set. Elemental composition measurements obtained
by RBS and NRA revealed a reverse and continuous evolution of nitrogen and oxygen contents. Structure and morphology of the
films were analysed by X-ray diffraction (XRD) and scanning electron microscopy (SEM). Films deposited at room temperature
became amorphous with an increasing supply of water vapour. A higher substrate temperature led to significant changes of the
crystallographic structure: from fcc TiN without water vapour to a mixture of anataseþ rutile for large amount of water vapour.
The optical transmittance spectra of the film/glass substrate system were measured in the visible region as a function of the water
vapour pressure. For both sets A and B, optical transmittance was influenced by the water vapour partial pressure. Electrical
conductivity measured against temperature was gradually modified from metallic (s300 K ¼ 1:49 104 S m1) to semi-
conducting behaviour (s300 K ¼ 2:15 S m1) with an increasing supply of the water vapour partial pressure. Moreover, coatings
prepared at room temperature exhibited a surprising maximum of the electrical conductivity for a small amount of water vapour
(set A). Such surprising evolution vanished for set B with a restricted range of conductivity from s300 K ¼ 1:1 105 to
7 102 S m1.
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PACS: 68.55.-a; 68.60.-p
Keywords: Reactive sputtering; Titanium oxynitride; Water vapour; High temperature
Applied Surface Science 225 (2004) 29–38
* Corresponding author. Tel.: þ33-381-402764; fax: þ33-381-402852.
E-mail address: jm.chappe@ens2m.fr (J.-M. Chappe´).
0169-4332/$ – see front matter # 2003 Elsevier B.V. All rights reserved.
doi:10.1016/j.apsusc.2003.09.028
1. Introduction
There has been a great interest for the production of
reactive sputtered metallic oxynitride thin films during
the past few years. In particular, titanium oxynitride
thin films have been extensively investigated because
of their remarkable optical and electrical properties,
mechanical behaviours and chemical stability. In
recent studies [1–4], they revealed behaviours included
between metallic TiN and semi-conducting TiO2 com-
pounds. Physical vapour deposition (PVD) was found
to be a convenient deposition technique to prepare
TiOxNy with a tuneable N/O ratio and consequently
with a wide range of properties [5–8]. Reactive mag-
netron sputtering is specially an attractive way to
synthesise these films and can be applied at various
deposition temperatures. A titanium target sputtered in
a mixed working gas (O2 þ N2) [9,10] or the reactive
gas pulsing technique [3,11] can be used to modify N/O
ratio in the films.
In this work, we report on the influence of the
substrate temperature on titanium oxynitride thin films
prepared by dc reactive magnetron sputtering using
argon, and nitrogen and water as reactive gases. A
comparison is firstly made between deposition para-
meters of set A (293 K) and set B (673 K). Then the
evolution of the chemical composition, crystallographic
structure, morphology, and the optical and electrical
properties of the whole range of films is discussed as a
function of the substrate temperature. Results will be
compared to the expectations given by literature like
Thornton’s model [12].
2. Experimental
A home-made high vacuum reactor with a 40 L
volume was used to perform the depositions of tita-
nium oxynitride thin films. An ultimate pressure of
105 Pa was obtained with a turbomolecular pump
backed with a mechanical pump. The reactor is
equipped with a circular planar and water cooled
magnetron sputtering source. A metallic titanium
target (purity 99.6%, 50 mm diameter) was dc sput-
tered with a constant current density JTi ¼ 51 A m2.
The substrates (glass from micro slides and (1 0 0)
silicon wafers) were grounded and kept at a constant
temperature TA ¼ 293 K (set A) or TB ¼ 673 K (set B)
during the deposition. The target was located at a
distance of 50 mm from the substrate. Substrates were
ultrasonically cleaned with acetone and alcohol before
each run. Before introducing nitrogen and water
vapour, Ti target was pre-sputtered in a pure argon
atmosphere for 5 min in order to remove the surface
oxide layer and clean its surface. Argon and nitrogen
partial pressures were maintained at 0.4 and 0.1 Pa,
respectively, using mass flow controllers and a constant
pumping speed S ¼ 24:7 L s1. The water vapour
partial pressure was derived by subtracting nitrogen
and argon partial pressure from the total pressure
(plasma on) [4] and was systematically changed from
0 to 0.1 Pa using a leak valve connected to a de-ionised
water flask. The deposition time was adjusted in order
to obtain a thickness close to 400 nm (measured by a
Taylor Hobson mechanical profilometer). Substrates
were heated from room temperature (set A) to 673 K
(set B) thanks to a resistive heater which maintained
the temperature within 15 K.
The elemental analysis of all elements present in the
coatings was performed combining Rutherford back-
scattering spectroscopy (RBS) and nuclear reaction
analysis (NRA). In order to analyse the heavy element
(Ti) in the coatings, a 2 MeV a particles beam used for
the backscattering experiment was produced by the
2 MV Tandetron accelerator installed at LARN in
Namur and the scattered particles were detected in
a passivated implanted planar silicon (PIPS) detector
placed at 1658 relative to the incident beam. The
analysis of light elements in the coatings was per-
formed with a 5.2 MeV a particles beam produced
with the same accelerator. The particles due to
14Nða; p0Þ17O and 14Nða; p1Þ17O nuclear reactions
were detected in a PIPS detector placed at 908 relative
to the incident beam. The a scattered particles were
stopped in a 24 mm Mylar foil filter located in front of
the detector. Simultaneously, the scattered a particles
were detected in a PIPS detector at backward angle
(1658). At this incident energy, the cross sections of
the elastic (a, a) reaction on light elements are non-
Rutherford. Data from the literature were used to
take into account the true cross sections [13–15] in
order to obtain realistic simulation of the experimental
spectra. The crystallographic structure was investi-
gated by X-ray diffraction (XRD) using monochro-
matised Cu Ka radiation at a grazing angle incidence
y ¼ 18. Cross sectional scanning electron microscopy
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(SEM) observations were performed on a JEOL JMS-
6400F field emission SEM at an acceleration voltage
of 5 kV. Optical properties were analysed from optical
transmittance spectra of the film/glass substrate sys-
tem recorded with a Lambda 20 UV-Vis Perkin-Elmer
spectrophotometer. The electrical conductivity of the
films deposited on glass substrates was measured as a
function of temperature using the four probes method
with the van der Pauw configuration.
3. Results and discussion
3.1. Process characteristics
Two phenomena are at stake to understand and
explain the evolution of process characteristics for
the coatings studied in this work. The first one is the
typical feature of the reactive sputtering process [16]
and the second one is due to presence of water vapour
as reactive gas [4]. Their association allows detailing
different phases in the behaviour of deposition rate
(Fig. 1) and titanium target potential (Fig. 2). For set
A, the deposition rate exhibits a continuous evolution
from 151 to 48 nm h1 when the water vapour pres-
sure increases from 0 to 14 Pa. However, a maximum
is reached for PH2O close to 5:0 102 Pa. Similar
results have been obtained by Martin et al. [3] for the
deposition of titanium oxynitride thin films by the
reactive gas pulsing technique. The evolution of the
deposition rate versus water vapour pressure can be
explained by the occurrence of a competition phe-
nomenon between the removal by sputtering of a
nitride layer at the surface of the target and its sub-
stitution by an oxide one. At substrate temperature of
673 K (set B), the rate drop is shifted to lower PH2O
values and maximum is less significant because of
desorption phenomena of water, which is favoured at
high substrate temperature (Fig. 1) [17]. This shift is
due to the increasing reactivity of H2O (especially
oxygen) with deposited particles at 673 K, and occurs
between the nitrided and oxidised sputtering mode.
However, the amount of water vapour to avalanche the
process in oxidised sputtering mode is nearly equiva-
lent at 293 and 673 K (Fig. 2) because transition is
between 0.01 and 0.1 Pa for both temperatures. In
addition, measurements of the Ti target potential can
be used to assess the poisoning effect of the target.
Results for set B are similar to those of set A and show
the three regions already studied by the authors [4], i.e.
from nitrided sputtering mode (low water vapour
pressure) to the oxidised one (high pressure) by mixed
one corresponding to a high deposition rate. The only
difference is the shift described above due to target
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Fig. 1. Deposition rate of titanium oxynitride thin films vs. water vapour partial pressure at 293 K (set A) and 673 K (set B).
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erosion and water desorption. As expected, the process
characteristics are not modified by the high substrate
temperature but mainly by the normal target erosion
and supply of reactive gases.
3.2. Chemical composition, structure and
morphology
Water vapour was used as a reactive gas to modulate
the nitrogen and oxygen concentrations. Elemental
composition measurements carried out by RBS and
NRA for set A (Fig. 3a) show a reverse and continuous
evolution of oxygen and nitrogen atomic compositions
from TiO0.15N1.1H0.07 at PH2O ¼ 0 Pa to TiO2.04N0.19-
H0.37 at PH2O ¼ 7:6 102 Pa. In addition, a signifi-
cant amount of hydrogen (higher than 10 at.%) is
observed when PH2O reaches 7:6 102 Pa. Similar
results were obtained by others [3,18–22] about this
reverse evolution in metallic oxynitride coatings by
simple variation of the oxygen partial pressure at room
temperature. In spite of a very low supply of oxygen
into the process (or water vapour in our case), an
abrupt increase of the oxygen amount in oxynitride
films is systematically measured mainly due to the
strong reactivity of oxygen with metals. It remains
valid for high substrate temperature (set B), as shown
in Fig. 3b. It should be noted that the amount of
oxygen in films deposited without water is strongly
reduced when the substrate temperature is fixed at
673 K. At this temperature, the evolutions of oxygen
and nitrogen atomic compositions are inverted while
that of hydrogen remains lower than 8.5%. Coatings
seem to trap less hydrogen at high temperature
because of desorption. Moreover films revealing smal-
ler grain sizes (TiOxNy) by XRD (see below) provide
fewer sites, which are likely to keep hydrogen atoms.
The association of these two phenomena (desorption
and grain size decreasing) may explain the irregular
shape of the films’ hydrogen content curve.
For set A, X-ray diffraction patterns of the films
deposited on (1 0 0) Si substrates show that the crys-
tallographic structure is particularly influenced by low
water vapour pressures (Fig. 4a). Without water and up
to PH2O ¼ 8 103 Pa, peaks corresponding to the
fcc TiN phase appear with a preferential orientation
along the (1 1 1) direction. This kind of nano-struc-
tured compound (the Scherrer’s method revealed a
crystallite size about 20 nm) commonly observed by
others [23–25] disappears when water vapour pressure
exceeds 8:0 103 Pa. TiN:O coatings lose their
orange-brownish colours and become TiOxNy with
a dark green colour and patterns exhibiting peaks
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Fig. 2. Titanium target potential UTi as a function of the water vapour partial pressure at 293 K (set A) and 673 K (set B).
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corresponding to fcc structure. Since TiO and TiN
exhibit the same crystallographic structure (fcc) with
neighbour lattice parameter (aTiN ¼ 0:424 nm and
aTiO ¼ 0:419 nm), X-ray diffraction is not a suitable
method to distinguish between these two structures.
Since the diffraction peaks of the oxynitride films are
located between those of TiO and TiN, a progressive
substitution of nitrogen atoms by oxygen ones may
occur when the water vapour partial pressure increases.
However, this behaviour is not consistent with
the chemical composition of the deposited films.
Indeed when PH2O ¼ 2:7 102 Pa, the atomic ratio
(Oþ N)/Ti is close to 1.81 (Fig. 3a). Thus, the right
structure of TiOxNy thin film can not be clearly identi-
fied. The films may be biphased: a weakly crystallised
fcc phase and an amorphous one. When the water
vapour pressure is higher than 1:2 101 Pa, the films
become transparent (TiO2:N) and exhibit an amor-
phous structure. The loss of a long range order with
a high amount of water vapour is due to a low surface
diffusion of the particles impinging on the substrate or
the growing film (because of low substrate tempera-
ture), and to the growth competition between titanium
nitride and titanium oxide phases on the growing film.
Results for sets A are consistent with those found by
Bittar et al. [18] and later by Ianno et al. [10] about
aluminium oxynitride coatings. They claimed that an
addition of small amounts of oxygen in the feed gas
during deposition prevents the formation of a crystal-
line structure. Set B is supposed to include films
presenting better crystallised structures (Fig. 4b). With
low water vapour partial pressure, TiN films prepared
at 673 K do not exhibit a preferential orientation
along the (1 1 1) direction as previously observed
for set A. A higher substrate temperature favours sur-
face diffusion of sputtered particles and then reduces
texture. For water vapour partial pressures higher than
5:0 103 Pa and up to 2:2 102 Pa, diffracted
signals correspond to crystallised fcc structure as
recorded for set A but for a shorter range of pressures
(occurrence of fcc phase for PH2O  2:7 102 Pa for
set A). This is due to the reactivity of titanium towards
oxygen which rises with temperature. Therefore,
deposition of fcc phase is enhanced but its boundaries
are shifted to lower water vapour partial pressures
as temperature increases. Furthermore, it appears
clearly in Fig. 4b that the full width at half maximum
of the diffraction peak increases with the water
partial pressure indicating a refinement of the grain
size. This refinement corresponds to an amorphisation
of the deposited films when PH2O is higher than
3:3 102 Pa. Here again, the occurrence of the
amorphous structure is moved to lower water vapour
partial pressures compared to set A and for a narrow
window. Results for set B reveal interesting X-ray
diffraction patterns for TiO2:N (Fig. 4b). Indeed, at
high substrate temperature, they exhibit several peaks
corresponding to anatase and rutile phases (approxi-
mately same number). According to Exharos [26] and
Lo¨bl et al. [27], 673 K is too low to obtain a large
amount of rutile phase. Martin [28] indicates that the
energy of the particles impinging on substrate is high
enough to form an anatase/rutile mixture by magnetron
sputtering (energy of sputtered particles included
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Fig. 3. Influence of the water vapour partial pressure on the
chemical composition of titanium oxynitride thin films deposited at
(a) 293 K (set A) and (b) 673 K (set B). A reverse evolution of
oxygen and nitrogen concentrations can be noticed for both sets.
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between 1 and 10 eV). This energy assessment is
consistent with investigations from Wei et al. [29] in
case of dc glow discharge.
SEM images of the cross section of the films
systematically show a typical columnar microstruc-
ture (Fig. 5) for both sets. From melting points of TiN
and TiO2 (mpTiN ¼ 3223 K and mpTiO2 ¼ 2113 K,
respectively), the temperature ratio (Tsubstrate/Tmp) is
lower than 0.13 for set A and included between 0.21
(TiN) and 0.33 (TiO2) for set B. According to the
Thornton’s structure zone model [12], set A micro-
graphs correspond to zone 1 and set B ones to zone T
(transition zone). For set A, films are formed by
narrow vertical grains with a densely packed fibrous
morphology. Surface diffusion phenomena are not
able to develop in this zone due to little adatom surface
mobility. Films from set B exhibit fibrous grains,
which are longer than that observed for set A and
closer to a columnar aspect. Such microstructure tends
to zone 2 of the Thornton’s structure zone model. SEM
micrographs also show that adhesion of the films to the
silicon substrate significantly depends on the water
vapour pressure and the substrate temperature. At
room temperature, a clear detachment of the coating
is observed for TiN:O films (Fig. 5a1) while adhesion
to the surface of the Si substrate seems to be improved
for titanium oxynitride (Fig. 5a2) and is even better for
TiO2:N films (Fig. 5a3) since the fracture of silicon
wafer is extended into the coating. Micrographs from
set B do not allow drawing the same conclusions. No
film deposited at 673 K shows a clear detachment
away from the Si substrate. In addition, TiOxNy film
(Fig. 5b2) presents signs of good adhesion to the
substrate: some fractures can be noticed from the
substrate to the coating through a (around 50 nm)
thick interface. Such observations support an enhance-
ment of the TiOxNy thin film adhesion to the silicon
substrate at 673 K. As a result, the surface diffusion of
sputtered particles is improved at high temperature.
This favours reactivity of adatoms with the surface
of the substrate and leads to a better adhesion of the
films.
3.3. Optical and electrical properties
By depositing at high temperature, optical proper-
ties like refractive index or optical transmittance of the
films are also modified. The optical transmittance
 
Fig. 4. X-ray diffraction patterns of titanium oxynitride thin films deposited on (1 0 0) silicon wafers at (a) 293 K (set A): (a1) PH2O ¼
8:0 103 Pa, (a2) PH2O ¼ 2:7 102 Pa, and (a3) PH2O ¼ 1:23 101 Pa; (b) 673 K (set B): (b1) PH2O ¼ 1:0 103 Pa, (b2) PH2O ¼ 5:0
103 Pa, (b3) PH2O ¼ 1:2 102 Pa, (b4) PH2O ¼ 2:2 102 Pa, (b5) PH2O ¼ 3:3 102 Pa, and (b6) PH2O ¼ 1:0 101 Pa. (& ) TiN; (*)
TiO; (^) Rutile; (*) Anatase.
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spectra of the film/glass substrate system for samples
from sets A and B are shown in Fig. 6. The three
regions previously described [4] (TiN:O; TiOxNy;
TiO2:N) appear for both sets. For low water vapour
partial pressures (PH2O < 2:8 102 Pa), spectra of
TiN:O coatings are almost completely absorbent. For
moderated pressures (3:3 102 Pa < PH2O < 5:8
102 Pa) films are slightly transparent and exhibit a
dark green colours aspect specific to titanium oxyni-
tride materials and for higher values (PH2O > 5:8
102 Pa) TiO2:N films are transparent. Typical inter-
ference fringes are observed for sets A and B. The
average transmittance at 600 nm as a function of the
water vapour partial pressure is represented in Fig. 7
for both sets. Such a figure clearly illustrates an abrupt
increase of the transmittance from 0 to 75–80%
when the water vapour partial pressure changes from
2 102 to 6 102 Pa. This range of pressure cor-
relates with those determined by XRD and support
again the three kinds of regions previously suggested.
These results also support the gradual transition of the
optical behaviours from metallic TiN to insulating
TiO2 compound.
Electrical conductivity (s) measured at room tem-
perature (set A) for various water vapour pressures
(Fig. 8) corroborates with optical results and process
analyses. For a water vapour pressure included
between 8 103 and 1:2 102 Pa, electrical con-
ductivity of the films is enhanced and reaches a
maximum value sA ¼ 3:8 105 S m1 close to
PH2O ¼ 102 Pa while it remains next to 104 S m1
for lower water vapour pressure (TiN:O). It correlates
with an increase of the target potential, a large
increase of the oxygen concentration in the films
and with a colour change from orange brownish to
a metallic dark green aspect. Then the electrical
conductivity is monotonously reduced down to
2.6 S m1 as water vapour pressure increases from
Fig. 5. Cross section observations by SEM of titanium nitride, oxynitride and oxide thin films prepared with different water vapour partial
pressures at 293 K (set A): (a1) PH2O ¼ 0 Pa, (a2) PH2O ¼ 4:0 102 Pa, and (a3) PH2O ¼ 1:2 101 Pa; 673 K (set B): (b1) PH2O ¼ 0 Pa,
(b2) PH2O ¼ 2:8 102 Pa, and (b3) PH2O ¼ 1:82 Pa. A columnar microstructure is systematically observed.
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102 to 7:6 102 Pa, because of the increasing
oxygen content in the films and thus the increasing
semi-conducting behaviour. The gradual transition
from metallic to this behaviour is also observed from
electrical conductivity measurements versus tempera-
ture (Table 1). Activation energy ‘‘Ea’’ is calculated
assuming a linear behaviour in an Arrhenius plot of the
conductivity as a function of the reverse temperature.
200 400 600 800 1000
0
20
40
60
80
100
b4)
b3)
a4)
b2)
b1)
a2)
a3)
a1)
 293 K
 673 K
Tr
an
sm
itt
a
n
ce
 (%
)
Wavelength (nm)
Fig. 6. Transmittance spectra in the visible region of titanium oxynitrides deposited on glass substrates at 293 K (set A): (a1) PH2O ¼ 2:8
102 Pa, (a2) PH2O ¼ 4:0 102 Pa, (a3) PH2O ¼ 7:6 102 Pa, and (a4) PH2O ¼ 1:23 101 Pa; 673 K (set B): (b1) PH2O ¼ 2:3 102 Pa,
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Fig. 7. Mean transmittance at 600 nm of titanium oxynitrides deposited at 293 K (set A) and 673 K (set B) on glass substrates.
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Ea increases from 7 meV (PH2O ¼ 102 Pa) to
199 meV (PH2O ¼ 5:8 102 Pa) and also corre-
sponds to the reverse evolution of oxygen and nitrogen
concentrations in the films.
In addition, a continuous decrease of s measured
versus water vapour supply into the process or oxygen
in the films [3,18,30] is commonly measured as
similarly observed for set B (Fig. 8). Indeed the range
of conductivity of films deposited at 673 K is more
restricted and is included between 105 and 103 S m1
for a narrow range of water vapour partial pressures.
Electrical conductivity cannot be measured by the van
der Pauw method for PH2O higher than 2:3 102 Pa.
It is worth noting that the metal/semi-conducting
transition for set B occurs at weaker water vapour
partial pressures compared to set A. This is probably
due to the greater reactivity of titanium with oxygen
at 673 K than at room temperature. Moreover,
the decrease of electrical conductivity is smooth.
Maximum of electrical conductivity observed close
to PH2O ¼ 102 Pa for set A vanishes and correlates
with the phase occurrence and crystallographic
structure (as previously discussed). Values for Ea
corresponding to negative slope lines are included
between 11 meV (PH2O ¼ 5 103 Pa) and 96 meV
(PH2O ¼ 2:3 102 Pa) (Table 1).
4. Conclusion
Oxynitride thin films have been successfully depos-
ited by dc reactive magnetron sputtering with water
vapour as reactive gas. The effect of high substrate
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Fig. 8. Electrical conductivity s at 300 K of titanium nitride and oxynitride thin films deposited at 293 K (set A) and 673 K (set B) vs.
water vapour partial pressure (doted line corresponds to a very low conductivity that cannot be measured using the van der Pauw
configuration).
Table 1
Activation energy Ea (linear behaviour in the Arrhenius plot
measured between 300 and 473 K) of the electrical conductivity as
a function of water vapour partial pressure of titanium oxynitride
thin films deposited at 293 and 673 K
Substrate temperature (K) PH2O (Pa) Ea (meV)
293 (set A) 0.0 –
1.0  102 7
1.5  102 73
3.5  102 112
5.8  102 199
673 (set B) 1.0  103 –
5.0  103 11
1.2  102 35
2.2  102 79
2.3  102 96
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temperature on process characteristics and physical
properties of the films has been investigated. Deposi-
tion rate and target potential have not been influenced
by the substrate temperature even at 673 K. Never-
theless, experimental parameters have been taken into
account to determine three types of operating condi-
tions suitable to deposit titanium nitride (TiN:O),
titanium oxynitride (TiOxNy) and titanium dioxide
thin films (TiO2:N) with various metalloid concentra-
tions. At high temperature, and with an increase of the
water vapour supply into the process, films exhibited
peaks corresponding to TiN, fcc (TiO and/or TiN) and
anatase/rutile phases, respectively. Evolutions of oxy-
gen and nitrogen atomic compositions are inverted for
both sets while the hydrogen one becomes significant
at high water vapour partial pressure. Optical trans-
mittance of the films from sets A and B showed similar
evolution and corroborated the occurrence of the three
types of structure: TiN:O; TiOxNy; TiO2:N versus
water vapour partial pressure. It is worth noting the
vanishing of the electrical conductivity maximum for
intermediate water vapour partial pressures at high
substrate temperature. SEM micrographs were in
agreement with the Thornton’s structure zone model
and results for set B showed slight differences about
physical properties but did not allow quantifying
precisely a shift of the region boundaries. The right
structure of titanium oxynitride compounds versus
oxygen/water supply and substrate temperature still
remains an open question. Further investigations are
required to suggest a phase occurrence zone model.
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